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原単位法を用いた河川流域の汚濁負荷量推定に関す
る研究 : 荒川水系入間川流域の事例



















































は全国規模で整備されている国土数値情報 1/10 細分区分 



























































































































① 処理人口原単位  ＝ 3.285kgN/year   











































図 4 電気伝導度の平均値と標準偏差 
（現地水文観測結果より作成） 































2歳未満牛 12.9　 　50　　 6.5



























































































































































































表 2 水文特性値 
入間川水系
秩父山地水系 
入間川　　 158,339　 955,772 503.5
越辺川 120,845　 243,530　　157.1





入間川　 51.3　155.3 129.8 3.03 0.06 0.21 0.84 0.07 0.02 0.03 3.10 24 5 2 1 32 59 23 7 10 1 0
越辺川 22.9　 97.5　 97.1 4.26 0.19 0.54 1.00 0.05 0.03 0.04 3.31 34 14 4 1 53 16 24 26 15 0 19
都幾川 37.0 167.6　 148.2 4.53 0.12 0.45 0.88 0.14 0.02 0.02 3.91 57 14 3 1 72 31 10 1 1 0 57
高麗川 43.9　106.2　 92.5 2.42 0.05 0.28 0.87 0.07 0.02 0.02 2.97 22 5 2 1 30 66 21 10 2 0 0
小畔川 18.0　 47.8　　36.0 2.66 0.15 0.17 0.75 0.17 0.01 0.01 2.25 5 2 1 0 8 0 73 23 4 0 0
流路長 流域面積 流路延長　　　　 形状 水系 水系 　　　　　　　　　 平均 　 次数別水流本数（本） 　 地質構成割合（％）




































































































図 7 町丁目別人口分布 
（国勢調査人口データ(2000 年)より作成） 












































図 8 農林業センサスを用いた農用地の補正 

















入間川　　 753,676　 955,772 -26.8
越辺川 343,075　 243,530　　 29.0





入間川　　 990,672　 955,772 3.5
越辺川 340,376　 243,530　　 28.5
都幾川 239,375 174,467 27.1
高麗川 348,769　　361,919　　 -3.8
小畔川 243,579 　247,657　　 -1.7
推定値３ 　Output値 誤差(%)
(kgN・year)
入間川　　 207,078 93.6 (74.2)
越辺川 41,088　 67.6 (39.3)
都幾川 56,163 39.4 (14.2)
高麗川 46,358　 67.5 (24.7)
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Recently, the river environment improved rapidly in the city region, spreading of the sewerage maintenance 
advances. On other side, the nitrogen pollution with the outflow water becomes a problem in the suburban area. 
For example, it originates from fertilizer, the livestock industrial waste, etc. Therefore, we build generic model 
to estimate for the amount of nitrogen exhaust load. This model based on the 1/10 land use data of digital 
national land information, to clear up characteristic of pollution for each branches by analyzing the domestic 
wastewater treatment rate and the amount of the farmland manure. In conclusion, some rivers which have urban 
growth rate are high, shows a successful performance. 
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